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Dear Sir,
Kindly submit your quotation made out as per instruction overleaf for the supply of stores detailed below. The quotation
should be posted to the "Purchase Department" at the above address to reach before the due date. N
w90 HTA
3l No. | &1 A1 / DESCRIPTION OF STORES QUANTITY
Please refer the attached annexure for materials' details
Note : 1. Please quote your rate in figure and word without overwriting / cutting and
submit your offer in duplicate for consideration.
2. FAX OFFER WILL NOT BE ACCEPTED.
3. Your offer should be valid for minimum 90 days.
4. Entire Bank charges, if any will be borne by you.
5. Our terms of payment will be full within 30 days from the date of Receipt &
acceptance of materials.
FTAF . , wadi / Yours faithfully
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Annexure : A & 1, 2 & 3. For URANIU ON OF INDIA LIMITED
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Annexure:A

PE# 2/PE16209

SI.No.

Material Cade

Material Description

Quantity

Unit

1

800048301103

Compressed Asbestos Fiber Jointing Sheet to withstand
temperature 210 Deg. C and pressure 150Kg/cm2 to confirm IS-
2712/1998 Grade A/1 suitable for any type of dilute and
concentrated Acid "Champion Style - 60 Acid" or equivalent of
Inmarco only. Size: 1525mm x 1650mm x 3mm “hick

100

Kgs

800048301106

Non-Metallic Compressed Asbestos Fiber Jointing Sheet to
withstand temperature 380 Deg.C and pressure 35 Kg/cm2 to
confirm 1S-2712/1998 Grade W/3 suitable for low - pressure steam
and water "Champion Style-20" or equivalent of “Inmarco”
only.Size: 1525mm x 1650mm x 3mm thick

100

Kgs

800048301107

Compressed Non-Asbestos Metallic (reinforced with metallic wire
meshy} Jointing Sheet to withstand max. temperature 450 Deg. C
and continuous temperature 250 Deg.C and pressure 195 bar
extremely suitable for steam of "Inmarco Style NA-254 (M)" or
equivalent of "Champion" only. Size: 1590mm x 2000mm x 3mm
thick

100

Kgs

Make: Inmarco / Champion only

1. Bidder Should submit their offer as per terms & conditions given under
Annexure 1, 2 & 3[ANNEXURE -1(Pre —Qualification Part), ANNEXURE-
2(Techno-commercial Cum Price Part) & Annexure -3 (Pre-Qualification
Criteria)] . 2. Offer submitted in single part will be rejected.

(Akhil Raj)

Dy. Supdt. (Meth/Purchase)



