SPECIFICATION of FIXED CAMERA

1| Video Standard | PAL
| 2 3 Scanning System w Progressive
|3 ' Image Sensor 1/3" CMOS Sensor
4 Resolution ' 960P

5 Number of Pixels 1280(H) X 960(V) ;
f 6 Minimum illumination 0.005 Lux BW, 0 Lux IR i
‘ 7 | Video Output . AHD BNC, CVBS Terminal |
& | Video Frame Rate | 25/30 fps (PALINTSC) |
L 9 ’ Sync System i Internal j
i 10 ‘ Automatic Electronic Shutter | 1/25s ~ 1/50,000s }

11 | Lens Type 2.8mm ~ 12mm o
| 12 | IRLEDs | 24 LEDs |
13 | IR illumination Distance ' Up to 40meters ‘
B 14 , SNR = 50db ‘
15 | Day / Night Auto with ICR

| 16 | Automatic Gain Control ‘ Auto ‘

17 | White Balance Auto/Manual ]

18 | Digital Noise reduction Auto |

19| WOR DWDR (On/Off

20 | OSD Yes : »
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22 | Housing \ Vandal resistance

23 | IP Rating IP66

24 | Operating Temperature 5°10 50°C (14° to 122°F)

25 | Operating Humidity 20% to 90%, noncondensing

26 | Operating manual To be supplied

27 | Make Honeywell, Hikvision, CpPlus, Panasonic, A’]C@w/- Ack

28 | Warranty 12 months from date of Installation /
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