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2. Specifications for Radon Mass exhalation chamber Model MX 460

Ulsed for: To measure radon mass exhalation rate (per unit mass) /thoron surface
exhalation rate {per unit exposed surface area) from Powder samples
Tnternal dimensions: 100 mm Diameter X 50 mm height
Yolume: 0.4 Lime
Sumpling Both diffusion and fow mode
Compatibality: compatible to “Smart RnDuo™ for direct mounting the detector
Material: }.imnmﬁm
3. Specifications for Radon accumulator Model EX-3000 ,
Ulsend fooe: T ineasure in it radon flux {per unit area of ground surface} from ground.
ingernal dimensions: 200 mm Diameter X 105 mm height
Wolume: 3 Li;tm
Surface aren 34 e’
Samnpling Bath diffusion and flow mode
Compatibility: compatible to “Smart RaDuo” for direct mounting the detectorMaterial:
Alwminiumn double walled
Pressure relief vent: mm size connection

4.8 :iﬁmﬁons for water bubbler kit Modd “Rn Aqua”

Used for: on/thoron dissolved in waterliquid sample (per unit liquid
Kit comtents mmaﬁm hattles — 140 nos,
Bubbler - 2 Nos.

: ﬂi;a mi capaciey syringe with- long nozzle — one No
Compatibility: Pesipned for use with “Smant RaDua™
Sample capacity: 54}» mi
Head space volume! S0l
Llsed for:
Probe length
&aﬁzgh&gmaﬁ@f ire nozele
probe handle: detachable handle f-m‘ mmwng the probe from ground
ﬁmn:paﬁ%aiiisyz : Diesipned for use with *“Smart RoDuo™
Material: Hard 8.5,

&, Specifications for Thoron accumulater Model FX-250
Ty measure in sitw thoron Hlux {per unit area of surfacs)
0 v Dimmeter X 70 mm height
250 mi approx,
isuriﬂcﬁ aren 28 em2
Sonphing flow mode by two nozzles attached on the chamber walls at 2 cm and 4 em

from: bottom and opposite to each other.
frisertion depth pyark: Marking at one cm height along perimeter for indicating insertion deptbeof
: secumulatos in soil,
Compatibility: Designed for use with “Smart RnDuo”
Muterial: Aluminum




for DTPS/DRPS wire mesh badge holder:

The Wire-mesh capped holder will have two parts.

The upper part will have two sections having wire-mesh, such that each section
will have the dimension of 22 x 22 mm”.

The total dimension of the upper part will be: length 66 mm, thickness 12 mm,
breadth 34 mm.

The base will have dimensions: length 66 mm, thickness 2 mm, breadth 34 mm.
The distance between the wire-mesh and the detector should be 1 cm.

The upper part should fit in tightly on the base.

The material of the badge should be acrylic/hard plastic.

A clip should be fitted at the back-side of the base to use it as personal dosimeter.



