UCIL-TUMMALAPALLE

ANNEXURE-TSE3, Dt: 05/10/16

S.NO

Material code

Material Description

Required

Unit .
quantity

[400014010016]

6 Amp One way switch,white color
Make:Cona/Goldmedal/Vimal/ Anchor

1 100 No.s

[400014010017]

6 Amp sockets, white colour,
Make:Cona/Goldmedal/Vimal/ Anchor

1 100 No.s

[400014010018]

16 amp switch with universal
socket(6/16A) unit, white surfaced box
type,Make:Cona/Goldmedal
/Vimal/Anchor

1 100 No.s

hoo olg oio 535

16 amp one way switch, white color,
Make: Anchor/Vimal/Cona / Gold
medal

1 100 No.s

Lo0 01y 010 036

16 amp socket, white color, Make:
Anchor/Vimal/Cona/Gold medal

1 100 No.s

[400014010375]

6 AMPS, 3 Pin Plug ( Make : ANCHOR /
VIMAL / GOLD MEDAL/CONA

1 100 No.s

[400014010025]

16 AMPS, 3 Pin Plug ( Make : ANCHOR /
VIMAL / GOLD MEDAL/ CONA

- 100 No.s

foo o1y olo 03H

Angular type 2 pin lamp holders,
colour: white/ light cream (for 14watt
CFL/60watt incandecent lamps). Make:
Anchor/Vimal/ Cona/ Gold medal

1 100 No.s

teeool 010223

Pendent type 2 pin lamp holders,
colour: white/ light Cream (14 watt
CFI/60 watt Incandecent lamp fittings
purpose). Make: Anchor/ Vimal/ cona/
Gold medal

1 100 No.s

10

[400014010012]

AA-Size Batteries: 1.5V, Heavy
Duty,Make: Nippo/Power
cell/everyday/Duro cell

1 100 No.s

11

{00 oLU ¢ 60

AAA- Size, 1.5 Volts batteries of Make:
Nippo/Power cell/ Every day/ Duro
cell.

»

1 100 No.s




6F22 type 9 Volts batteries for
multimeters & clamp meters and
etc,model:9V 6F22, Type: Zinc carbon,
Size:6F22 006P,
JACKET:METAL/Wound,

50 No.s
12 140001.4010014] dimesions(mm):L-26.5,H-48.5,W-17.5,
nominal voltage(V):9V,Discharge
Resistance:620 ohm,Cut off voltage:
5.4V,Make: HW/East power/Power
heavy duty/ DuoCul
Starters for 36/40watt tube ,230VAC, 50}z 100 No.s
13 1400014010013] lights,Make: CG/Bajaj/philips
36 /40-Watt fluroscent lamps ( Tube
ool ©jo 0 100 No.s
14 EERallyBIBnI0 lights) of make: CG/Philips | 230vAC, 5042
11 watt, 2-pin type CFL, 2 20vAC 50K%
> 100 No.s
1> Leco CIICQO\()IZ] Make:CG/Philips.
wew) 14 watt, 2-pin type CFL, 230VAC 50tz
01 025( 4 _ ’ ¢ 100 No.s
16 Lol C&L\/ % Make:CG/Philips
" LLeoolty 0\0353-11""3” Led lamps (with OL.Jt. drive 100 No.s
(Hew) Type), Make:Syska/CG/Philips, 230VAGANZ
(too ollol 0351 Nylon anchor wall plugs/Rawl plugs,
N Size:4.5 mm dia, 25 mm length, Each
02 packets
I8 R packet contains: 100 No.s of plugs, P
Make:coolio/Reputed make
%@OO[QQ\(@ Nylon anchor wall plugs/Rawl plugs,
s Tl "56] Size:5.5 mm dia, 30 mm length, Each 02 packets
packet contains: 100 No.s of plugs,
Make:coolio/Reputed make
V{—CO('-"ILYO\D Nylon anchor wall plugs/Rawl plugs,
369 [Size:6.5 mm dia, 35 mm length, Each
20 lE SGL i ’
k] packet contains: 100 No.s of plugs, 02 packets
Make:coolio/Reputed make
ol 610 1000 watt halogen lamps, Double
21 It NEKW 363 |ended type,model:J240V 1000Watt 100 No.s
R7S Make: CG
@Qg@ power extension board: one length
oLt 0359, type Anchor make 4 way extension
board with surge & spike protection,
22 heavy duty cable and over load 15no.s

protection by glass fuse, proper
indication for input/fuse fail/no supply,
Make:Anchor




23

|hocay oo 015

60 watt incandecent lamps, 230VAC, 5044
Make:CG/philips/Surya

4

100 No.s

24

400 o\ 010625

40 watt incandecent lamps, 230VAC, 50
Make:CG/Philips/Surya

100 No.s

25

tiop OLLEO\0 265

Ceiling fan regulators,Step type, 100
watt max, 240 volts AC,50HZ, no
humming noise at all speeds, 360 deg
rotatioin, one off and 4 steps speed
control, Dimensions(WXHXD): 24mm X
51 mm X 43 mm, white colour,
Make:Anchor/cona/havells/vimal/gold
medal

50 No.s

26

L;00 0 1Ly Ol0 366

Ceiling fan regulators,Step type, 100
watt max, 240 volts AC,50HZ, no
humming noise at all speeds, 360 deg
rotatioin, one off and 4 steps speed
control, Dimensions(LXWXH): 40mm X
60 mm X 60 mm, white colour,
Make:Anchor/cona/havells/vimal/gold
medal

50 No.s

27

[400014010009]

Calling bells /Door bells: Code-
10489,Cherry Ding dong bell, Make-
Anchor

08 No.s

28

Wire less calling bells: A sleek, stylish
door bell with 32 selectable melodies

Lyoo Ol (0N 036} and volume control function. The door

bell can also be operated wirelessly
using a remote control and user
friendly, model: 1Q wireless, Make:
Gold medal

06 No.s

29

o000l 010363

Single phase capacitors for compressor
room & other areas exhaust fans
starting purpose:AC motor strat
capacitor,100/120 uf,230V,275 SV
50hz,-30 to +70 deg cent,1.7% duty
cycle, Make: Keltron/Equivent EPCOS.

100 No.s

30

ko0 0G4 0jo 369

M Seal for arresting of leakages, Type:
M Seal super 20 grams packet,
make:pidilite/reputed make

20 No.s

G513




